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HD 8

NON-EXPANDING SIDE TRAILER WITH A TRAILER GRIP
TRUCK 12M LONG X 2.5M WIDE X 4.1M HIGH

SEATING FOR 7 ACROSS 3 TIERS

GRASS VALLEY KALYPSO DUO HD/SD SWITCHER

2 ME CONTROL PANEL

90 INPUTS AND 48 PUTPUTS

INTEGRATED 3 CHANNEL DME

4 DSK'S PER ROW, 2 ASSIGNABLE CHROMA KEYERS
2 X 46” MULTIVIEW DISPLAYS

DISCREET PROGRAM/PREVIEW MONITORS

CAMERA CONTROL

UP TO 16 HD CCU CAMERA'S, 3 X CCU POSITIONS PLUS TD
WIRED FOR RADIO AND SPECIALTY CAMERA'S

AUDIO

CALREC OMEGA BLUEFIN

48 X DUAL LAYER FADERS

320 DSP CHANNELS

5.1 SURROUND SOUND CAPABLE
GENLEC AUDIO MONITORING

COMMUNICATIONS

RIEDEL 128 PORT TALKBACK MATRIX
3 X DUPLEX BASE STATIONS

1 X SIMPLEX BASE STATION

2 X TELEPHONE HYBRIDS

TECHNICAL

GRASS VALLEY CONCERTO ROUTER

96 X 96 VIDEO

64 X 64 AES AUDIO AND 64 X 64 ANALOGUE AUDIO
4 X MULTI-FORMAT FRAMESTORES

4 X EMBEDDED TX FEEDS

COMPLETE TECHNICAL UPS BACKUP

REPLAY

SEATING FOR 6 OPERATORS
UPTO 4 EVS MACHINES AND 4 VTR MACHINES
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